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© HIGH DENSITY POLYETHYLENE =
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§ 0 "HDPE3840UA" is high density polyethylene copolymer containing butene-1(C4)
N <
E’ § as co-monomer. It is suitable for use in rotational molding applications.
; § HD3840UA has the following characteristics:
=
g = Good impact strength, easy to de-mold, UV stabilized, good whiteness, excellent
s O surface finish.
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3 Producer:
Tabriz Petrochemical Company
- NO Property Value Units Test Method
1 | Melt Flow Index (2.16Kg) 4 g/10min ASTM D 1238
g g 2 Density 0.938 gr/cm3 ASTM D 1505
(8]
Z g' 3 YELLOWNESS INDEX -1 - ASTM E-313
T g 4 WHITENESS INDEX 60 - ASTM E-313
é 2 5 Tensile Stress at Yield 15 MPa ASTM D 638
[}
3 g 6 Elongation at Break 900 % ASTM D 638
o]
@ ©® 7 Flexural Modulus 650 MPa 1S0178-197
o
"s_E %E 8 Charpy Impact 18 KJ/m? ASTM D-6110
9 Vicat Softening Point 115 °C ASTM D-1525
X 10  ESCR(IGEPAL10% F50,50 200 HR ASTM D-1693
oC)

Applications:
e General purpose roto-molded items

e Septic tanks

e Recycling banks

Atakent MH. 221.SK, Istanbul, Turkey
Qods St, Keshavarz Blvd. Tehran, Iran
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For more information, Price lists & direct purchases, please get in touch with us
Please Scan for Contact us on WhatsApp
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	Value
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	NO
	ASTM D 1238
	g/10min
	4
	Melt Flow Index (2.16Kg)
	1
	ASTM D 1505
	gr/cm3
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	Density
	2
	ASTM E-313
	-
	-1
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	3
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	-
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	Elongation at Break
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	7
	ASTM D-6110
	KJ/m2
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	Charpy Impact
	8
	ASTM D-1525
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	Vicat Softening Point
	9
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