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Blue Star Petro

HIGH-DENSITY POLYETHYLENE
BL3 (HF-4760)

"BL3 (HF-4760) " is a blow molding grade resin with high-density
polyethylene with 1-Butene as a co-monomer which is manufactured by the

suspension polymerization of ethylene monomer.

Stiffness and good ESCR are its special properties.

High rigidity and good flowability which made it proper for usage in bottles
and small blow molding goods.

Characteristic Properties:

High density and Stiffness, Good flowability and impact Strength, Good
Stress Cracking resistance.

Producer:

Polymer Kermanshah Petrochemical Company-Bakhtar Group Holding

NO Property Value Units Test Method
1 Melt Mass-Flow Rate (MFR) (190°C/2106Kg) 2314 g/10 min ISO 1133
2 Melt Mass-Flow Rate (MFR) (190°C/5Kg) 1.2+0.3 g/10 min I1SO 1133
3 Flow Rate Ratio (FRR) (21.6/5Kg) 1943
4 Density 0.95410.002 g/cm? ISO 1183
5 Notched Impact @ 23 °C 9 mJ/mm? ISO 179/ 1 eA
6 Swell Ratio 11015 % -

Applications:

e For container with capacities ranging from a few ml up to 10 liters

e Production of sheets for thermoforming.
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For more information, Price lists & direct purchases, please get in touch with us
Please Scan for Contact us on WhatsApp



	Test Method
	Units
	Value
	Property
	NO
	1
	ISO 1133
	g/10 min
	23±4
	Melt Mass-Flow Rate (MFR) (190°C/2106Kg)
	2
	ISO 1133
	g/10 min
	1.2±0.3
	3
	----
	----
	19±3
	4
	ISO 1183
	g/cm³
	0.954±0.002
	mJ/mm²
	5
	ISO 179/ 1 eA
	9
	%
	6
	----
	110±15
	Applications:

