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HIGH-DENSITY POLYETHYLENE
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2 CRP100N (HM-CRP100N)
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§ 0 "PE100 (HM-CRP100N) " is a natural pipe-grade resin that is manufactured by
N <
E’ § suspension polymerization of ethylene monomer, PE100 (HM-CRP100N) is a bi-
; § modal high-density polyethylene with 1-Butene as co-monomer.
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g = Characteristic Properties:
s O Natural PE100 pipe resin.
o
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Producer:
- Jam Petrochemical Company
NO Property Value Units Test Method
£ g 1 Density 0.948 g/mP IS01183
(8] .
s ¢ 2 FRR 21.6/5 28
s 3 3 Hydrostatic Strength (80°c) 5000 (4.5N/mm2) h 101167
g % 4 MFR190°/21.6 6.2 g/10 min 1SO1133
5 2 5 MFR190°/5 0.22 g/10min | 1501133
%) ® 6 Notched Impact (23°c) 24 mJ/mm? ISO179/1eA
£ 3
- (7]
El Applications:

e Top quality PE100 pressure Pipes for gas and water transportation at higher
pressures or with thinner walls as PE80 (UV stabilization and/ or pigments

during processing)

Atakent MH. 221.SK, Istanbul, Turkey
Qods St, Keshavarz Blvd. Tehran, Iran
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For more information, Price lists & direct purchases, please get in touch with us
Please Scan for Contact us on WhatsApp
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	Test Method
	Units
	Value
	Property
	NO
	ISO1183
	g/ml3
	0.948
	1
	 
	 
	28
	2
	ISO1167
	h
	5000 (4.5N/mm2)
	3
	ISO1133
	g/10 min
	6.2
	4
	ISO1133
	g/10 min
	0.22
	5
	ISO179/1eA
	mJ/mm2
	24
	6

