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9 LINEAR LOW-DENSITY POLYETHYLENE =
o -——
2 g  LL0O209K)
= g "LL 0209KJ" is an LLDPE copolymer with butene as a co-monomer which contains
~N
S E antioxidants. It is recommended for general-purpose applications. It is suitable for
<
* 5 blending with conventional LDPE.
o ©O0
'é ? Film made from pure LL 02090 KJ has the following advantages over conventional LDPE:
= ,=° Better sealing, higher puncture resistance, Greater drawdown capability and
= O
-8 Higher tensile strength.
o
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Producer:
Tabriz Petrochemical Company
— .
NO Property Value Units Test Method
1 MFI (190°C/2.16Kg) 0.9 .
£ £ . g/10min ASTM D 1238
s 8 2 MFI (190°C/21.6Kg) 29-30
o 8 3 Density 0.919 g/cm? ASTM D 1505
ey
3 2 4 Haze 12 % ASTM D 1003
E E 5 Gloss (45°) 56 % ASTM D 2457
(7]
§ o 6 Dart Drop Impact 140 g ASTM D 1709(A)
o g) 7 Tear Strength MD/TD 145/370 g/25um ASTM D 1922
%) o 8 Tensile Strengthat Yeild MD/TD 10/11 Mpa ASTM D 882
E f_‘g 9 Tensile Strength atBreak MD/TD 41/32 Mpa ASTM D 882
10 Elongation at Break MD/TD 620/840 % ASTM D 882
X 11 Secant Modulus MD/TD 195/205 Mpa ISO 1184
12 Vicat Softening Temperature 105 °C ASTM D 1525
Applications:

¢ Food Grade
¢ Heave duty sacks, agricultural films, liners.

e Produce bags, stretch film
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